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ONE-COMPONENT ELASTIC SiMP ADHESIVE FOR BONDING
WOODEN FLOORING, PVC, LINOLEUM AND RESILIENT
FLOOR COVERINGS

DESCRIZIONE PRODOTTO

MEMBRAPOL S BOND FLEX is a one-component, general-purpose Silyl Modified Polymer (SiMP) adhesive with high elastic strength,
designed to provide a tough, durable and elastic bond. It is suitable as an adhesive for wooden flooring, PVC flooring and all types of
resilient  floor  coverings.  The product  is  non-toxic,  contains no isocyanates,  and is  solvent-free and water-free,  with very low
emissions.

The elastic properties of MEMBRAPOL S BOND FLEX provide protection and insulation against infiltrations. The product ensures low
water vapour permeability, offering excellent protection against moisture and providing acoustic insulation.

TYPICAL APPLICATIONS

• Full-surface bonding of prefinished multilayer parquet.
• Full-surface bonding of solid wood flooring, with or without
tongue-and-groove joints.
• Bonding of PVC and linoleum.

• Bonding of chipboard panels on cementitious screeds, rapid-
setting screeds, anhydrite screeds or existing wooden
substrates.
• Bonding of anti-shock rubber flooring on different types of
porous substrates.
• Suitable for use in combination with underfloor heating
systems.

ADVANTAGES

• SiMP – Silyl Modified Polymer
• Elastic
• ready to use
• Non-toxic, solvent-free and isocyanate-free
• Odourless
• Very low emissions
• Provides impact sound reduction

• Easy to apply and spread with a trowel
• Excellent consistency and ridge retention
• Fast setting and high filling capacity
• Reduces transverse stresses between the parquet and the
substrate
• Suitable for use in combination with underfloor heating
systems
• Applicable at substrate temperatures from +5°C to +40°C
• Service temperature from -40°C to +100°C.

PRODUCT FEATURES
Colour: oak Packaging: 16 kg bags

Consumption:  From  0.9  to  1.4  kg/mq.  Surface  porosity,
humidity, temperature and application method may affect the
indicated consumption rates and drying times.

Storage:  MEMBRAPOL S BOND FLEX  can be used within  12
months from the date of packaging. Protect the material from
moisture, frost and direct sunlight. Storage temperature: from
+5°C to +30°C.
Products must be kept in their original, unopened containers.
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APPLICATION PROCEDURE

Substrate Preparation

Substrate preparation is essential. As required by the applicable standards, the flooring must be installed on a clean, sound, firm and
compact substrate. The surfaces to be treated must be perfectly clean, dry and free from dust and grease. The screed must be
properly treated and isolated from the underlying substrate with a suitable vapour barrier, turned up along the perimeter walls. If
necessary, carry out mechanical preparation by sanding, followed by thorough cleaning.

If the screed needs to be consolidated, or in the case of an absorbent screed, it is recommended to apply MEMBRAPOL PRIMER
EPOX/W, properly diluted. If necessary, dilute up to 200% with water to improve penetration into the substrate. In the case of
anhydrite screeds, it is recommended to use coarse sandpaper to open the pores; then vacuum the dust and subsequently apply
MEMBRAPOL PRIMER EPOX/W, properly diluted.

On existing ceramic or marble floors, make sure that the surface is free from oily substances, grease, acidic or alkaline residues, and
cleaning detergents. If these conditions are not met, the surface must be thoroughly cleaned and dried before installation, and
adhesion tests are recommended before application.

On existing wooden floors, after checking the adhesion of the new parquet to the existing one, sand the wooden surface to remove
the varnished layer and carefully remove the dust with a vacuum cleaner.

Product preparation and application

The product is ready to use and does not require any preparation. Cut one corner of the bag and pour the product. Apply the adhesive
with a notched trowel, spreading it evenly to ensure good wetting of the surface. Proceed with the installation of the flooring within
40 minutes from the application of the adhesive. In case of partial use of the bag, fold one corner after removing the air from the bag.
The product must not be diluted in any way.
Apply  at  a  temperature  between +5°C and +40°C and at  relative  humidity  between 40% and 80%.  The  optimum application
temperature is between +15°C and +25°C. Apply with a maximum moisture content of the cementitious screed of 2–2.5% (1.7–2%
for floors with radiant heating), measured with a carbide hygrometer. In the case of an anhydrite screed, the maximum permitted
value is 0.5%.

The parquet must be treated in accordance with the applicable industry standards. Place the wooden elements in position, applying
the pressure required to ensure good contact between the wood and the adhesive. Leave a gap of approximately 1 cm between the
parquet and the wall.

WARNING

• Do not use on dusty or friable surfaces
• Do not use on surfaces contaminated with oils, grease or
release agents that may prevent adhesion
• Do not use on bituminous surfaces where oil bleeding may
occur

• Do not use on wet surfaces
• Do not apply at temperatures below +5°C.
• Do not contaminate the fresh surface of the product with
alcohol, as this may compromise proper curing
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TECHNICAL DATA
TECHNICAL DATA

Product nature SiMP - Silyl Modified Polymer

Aspect Thixotropic paste

Colour Oak

Density 23°C 1,71 ± 0,05 kg/L

Curing Moisture-curing

Pot-life 23°C approx. 50 min

Traction resistance (ISO 37 DIN 53504) approx. 1,3 N/mmq

Shear strength (wood/wood; DIN 14293) approx. 1,3 N/mmq

Tear strenght (ISO 34-1) approx 3,1 N/mm

Water vapour permeability WVT (DIN 52615) < 0.69 g/hmq

Impact sound reduction L’nT,w (ISO 16283-2; ISO 717-2) 43 dB

Application temperature from da +5°C a +40°C

Curing start time approx. 1 h

Waiting time before foot traffic approx. 12 h

Waiting time before sanding approx. 2,5 days

Consumption 0,9-1,4 kg/mq

Service temperature from -10°C to +60°C

Temperature resistance from -40 °C to +100°C

The technical data reported in the TECHNICAL DATA tables are based on laboratory tests. Actual data may vary due to circumstances
beyond our control.

MISURE DI SICUREZZA PER LA SALUTE

During the preparation and application of MEMBRAPOL S BOND FLEX, it is recommended to wear protective clothing and equipment,
such as gloves, safety goggles and a mask. Do not eat, drink or smoke during application. In case of contact with eyes or skin, wash
immediately and thoroughly with water and seek medical  advice.  It  is  also recommended not to release the product into the
environment.

 

FOR FURTHER INFORMATION REGARDING THE SAFE USE OF THE PRODUCT, IT IS RECOMMENDED TO CONSULT THE LATEST
VERSION OF THE SAFETY DATA SHEET.

RESTRICTED TO PROFESSIONAL USERS.

PER  ULTERIORI  INFORMAZIONI  RIGUARDANTI  L’USO  SICURO  DEL  PRODOTTO,  SI  RACCOMANDA  DI  CONSULTARE  L’ULTIMA
VERSIONE DELLA SCHEDA DATI SICUREZZA.

PRODOTTO PER USO PROFESSIONALE.
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AVVERTENZE
I nostri consigli tecnici (verbali, scritti), o le nostre prove sono dettati dalla buona fede ma non rappresentano una garanzia. I prodotti da noi forniti non vengono seguiti durante la fase di applicazione,e
non potendo essere a conoscenza neanche dei processi intenzionali o i modi di utilizzo e lavorazione degli stessi, non possiamo rilasciare garanzie. Diversamente, è nostra responsabilità un possibile
difetto della produzione del materiale (qualora, appunto sia stabilita la completa responsabilità del danno a causa di un difetto di produzione e non da parte di terzi) In caso di dubbio sulla causa del
danno è sempre consigliabile effettuare prove preliminari o consultare il nostro ufficio tecnico. La nostra priorità è offrire prodotti di qualità costante come specificato nelle nostre condizioni generali di
vendita e consegna.


